
Planetary Mixer
222836

Cast iron housing with four sturdy legs. Injection-molded plash
cover and stainless steel bowl guard. Durable 10L mixing bowl
made from stainless steel AISI 201. Supplies with stainless
steel AISI 430 accessories: a wire wisk, a flat beater and a
dough hook. High performance worm drive made of chrome-
coated steel and bronze gears. Analog controls with 3-speed
settings: 148, 244 and 480 rpm. Maximum dry flour load: 2.5 kg.
Maximum dough load: 4 kg. Bowl is positioned in place with a
lever. Protected against operating without a proper placed bowl
or bowl cover. Resettable overheating protection. Weight: 53 kg.

Specifications
Usage area : Kitchen
Voltage : 230
Protections : Micro switch
Electrician needed : No
Materials : 18/0 Stainless steel

Packed per : 1
Packaging type : Box
Length (mm) : 422
Width (mm) : 475
Height (mm) : 710
Usable volume (L) : 10
Capacity value : 4
Capacity unit : kg
Power (input) (W) : 600
Programmable : No
Measurements : 422x475x(H)710

Transport specifications
EAN : 8711369222836
Intrastat code : 84381090
Gross weight (kg) : 54
Net weight (kg) : 46

Sales units per pallet : 2
Plastic packaging (gram) : 289
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