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Two door salad counter 300L

232804

Inner and outer housing are made of high-quality stainless
steel. Doors fitted with comfortable handles. Forced air cooling
with auto-defrost, compressor placed underneath the chamber.
35 mm thick polyurethane foam insulation. With adjustable
shelving, fits containers up to GN 1/1. Digital display and
electronic thermostat. With 4 adjustable plastic non-slip feet.
Climate class: SN-T. Coolant: R600a. All models delivered
without GN containers.

With stainless steel lid which covers space for 2x GN 1/1 and 3x
GN 1/6 containers (max. height 150 mm). Chamber dimensions:
830x595x(H)500 mm. 2 shelves (335x570 mm) included. Spread
load capacity of 15 kg each. Plastic work counter: 900x135x(H)20
mm. Weight: 68 kg.
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Specifications

Transport specifications

Voltage : 230 EAN : 8711369232804
Temp range from (°C) : -2°C Intrastat code : 84185019
Temp range to (°C) : 8°C Gross weight (kg) 2 79

Refrigerant : R600a Net weight (kg) : 67

Insulation thickness (mm) : 35

Climate class : SN-T (10 - 43°C) Plastic packaging (gram) : 452

Energy label

Materials : Stainless steel

Packaging type : Pallet

Length (mm) 1 912

Width (mm) : 702

Height (mm) : 888

Power (input) (W) : 310

Measurements : 912x702x(H)888
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