MHENDI

Blender stick Profi Line 400 - cu viteza reglabila

224397

Versiune profesionald Carcasa din nylon armat cu fibrd Lama
si tija din otel inoxidabil Usor de curatat Panou electronic de
control (9 viteze) Ax lung: 400 mm Potrivit pentru recipiente de
pana la 80 de litri Greutate: 4,1 kg Viteza variabila: 2000 - 9000
RPM Viteza maxima: 15.000 RPM
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Specificatii Specificatii de transport
Domeniu de utilizare : Bucatarie EAN : 8711369224397
Voltaj : 230 Intrastat code : 85098000
Este necesar un electrician : Nu Gross weight (kg) : 3.99
Greutate net3 (kg) :3.18
Ambalat per 21
:I'ipul de ambalaj : Cutie Sales units per pallet : 52
Inltime (mm) : 350 Plastic packaging (gram) : 61
Diametru (mm) : 100
Putere (intrare) (W) : 400
Programabil : Nu
Measurements : 3100x(H)350
HENDI B.V. HENDI GmbH PKS HENDI South East Europe SA
Innovatielaan 6 Ehring 15 5 Metsovou Str.
6745 XW De Klomp, The Netherlands 5112 Lamprechtshausen, Austria 18346 Moschato, Athens, Greece
T:+31(0)317 681 040 T: +43 (0) 6274 200 10 0 T: +30 210 4839700
E: info@hendi.eu E: office.austria@hendi.eu E: infoldpks-hendi.com
HENDI Polska Sp. z o.0. HENDIS.R.L. HENDI Italia S.R.L.
ul. Firmowa 12 Str. 13 decembrie 94A, Hala 14 Via Leonardo da Vinci 4
62-023 Robakowo, Poland Brasov, 500164, Romania 39100 Bolzano (BZ), Italy
T: +48 61 6587000 T: +40 268 320330 T: 800 727 438
E: info@hendi.pl E: office@@hendi.ro E: office.italy@hendi.eu



