
Infrared thermometer with probe
271254

Temperature scan by infrared or foldable probe. HACCP check

lights provide instant recognition of safe/unsafe temperatures.

With foldable 90 mm long stainless steel probe. Measuring

range -60°C to 350°C. Gradation 0,2°C. Infrared accuracy:

-60/65°C ≈1°C, 65/350°C ≈1.5%. Probe accuracy: -60/-5°C ≈1°C,

-5/65°C ≈0.5°C, 65/350°C ≈1%. Distance spot ratio (D:S) 8:1.

Auto power off after 15 seconds. Battery: 2xAAA (excluded).

Specifications
Temp range from (°C) : -60°C

Temp range to (°C) : 350°C

Unit temperature : Fahrenheit, Celsius

Battery included : No

Materials : Stainless steel

Marketing Packed per : 1

Marketing Packaging Type : Card

Length (mm) : 39

Width (mm) : 53

Height (mm) : 158

Control panel : Digital

Measurements : 39x53x(H)158

Transport specifications
EAN : 8711369271254

Intrastat code : 90251900

Gross weight (kg) : 0.25

Net weight (kg) : 0.13

Export carton length (mm) : 442

Export carton width (mm) : 382

Export carton height (mm) : 382

Quantity per export carton : 30

Sales units per pallet : 480

Plastic packaging (gram) : 36
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