MHE

Table with single wash trough

811832

Made of stainless steel. Welded construction ensuring durability
and stability. Embossing in the bottom of the trough - the so-
called "envelope” to completely drain the water. Standard
embossing in the bottom for the siphon: @50 mm. Tap hole:

?#30 mm. With a front cover. Legs made of 40x40 mm profiles.
Approximate permissible load on the countertop: 70 kg/m?2.
Splashback 40 mm high to protect the wall against stains.Rear
legs moved 100 mm away from the wall to facilitate wall
installation. Leg height: 160 mm. Adjustable feet in the range:
+25/-5 mm.

Wash trough depth 300 mm.

Specifications

Materials : Stainless steel
Marketing Packed per 1

Length (mm) : 1000

Width (mm) : 600

Height (mm) : 850

Internal length (mm) : 886

Internal width (mm) : 443

Internal height (mm) : 300

Measurements : 1000x600x(H)850
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- welded

Transport specifications
EAN

Intrastat code

Gross weight (kg)

Net weight (kg)

Sales units per pallet
Plastic packaging (gram)

: 8711369811832
: 94032080

0 21

: 20.884

: 116

PKS HENDI South East Europe SA
5 Metsovou Str.

18346 Moschato, Athens, Greece

T: +30 210 4839700
E: infoldpks-hendi.com

HENDI Italia S.R.L.

Via Leonardo da Vinci 4

39100 Bolzano (BZ), Italy
T: 800 727 438
E: office.italy@hendi.eu



