
Stew pot high – with lid code: 8x3x7x4x0x5x

Encapsulated sandwich type bottom.

Combines the heat distribution of aluminium with the

durability and magnetic properties of steel to allow induction

cooking.

Satin finish of all outer surfaces.

Steel handles affixed with multi-point welding stay cool

enough to touch.

SPECIFICATIONS

Base ø (mm) 2x6x0x

Marketing

Packed per
1x

Diameter (mm) 2x8x0x Suitable for

Food Contact, Gas stove, Induction

stove, Electric stove, Ceramic

stove, Professional dishwasher

Handle length (mm) 7x5x Thickness (mm) 0x.8x

Marketing

Packaging Type
Sticker Usable volume (L) 1x3x.5x

Length (mm) 3x9x8x

Width (mm) 2x9x4x

Height (mm) 2x2x0x

TRANSPORT SPECIFICATIONS

EAN 8x7x1x1x3x6x9x8x3x7x4x0x5x

Export carton

width (mm)
3x8x8x

Intrastat code 7x3x2x3x9x3x0x0x

Export carton

height (mm)
2x6x4x

Quantity per

export carton
2x

Plastic

packaging (gram)
4x

Sales units per pallet 4x0x Country of origin China

Export carton

length (mm)
6x0x8x GS1 Packed per 1x

Gross weight (kg) 2x.6x9x1x


